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Resolution 2MP  1920 (H) × 1080 (V)
Image Sensor 1/2.8” Progressive CMOS

Min.Illumination Color 0.01lux @ F1.2(AGC ON) ;
B/W 0

Shutter Time Auto/Manual  1/5 ~ 1/20000s
Slow Shutter Support
Lens 3.7mm  H.FOV:  56°
F-Stop F 2.8 ±5%

Day & Night Manual
WDR 120 dB
DNR 3D DNR
Video compression H.265 / H.264
Video Bit Rate 8Kbps ~ 8Mbps
Video Streaming 3 individually adjustable streams
Frame rate Mainstream(1-30fps optional)

1920x1080, 1280x960, 1280x720
Substeam
1280x720,640x480,320x240
Mobilestream
640x480, 320x240

Image Settings Image rotate, Saturation, Contrast, Hue, 
Brightness, Sharpness

BLC Supported
ROI Supported
Privacy Mask Supported

SPECIFICATIONS

Protocols TCP/IP,HTTP,DHCP,DNS,DDNS,RTP/RT
SP,PPPoE,SMTP,NTP,UPnP,SNMP,HTTP
S,FTP,

Compatibility Open Compatibility, (Ver 2.6)
Network Interface RJ45 10M / 100M Ethernet interface
SD storage No
Alarm Trigger No
Audio No
Video Output No
Reset Button No
PoE Yes
Waterproof No
Power Supply DC 12V / POE
Consumption ≤ 4W 
Storage Temperature -30~ +60°C (-22~+140°F)
Operating Temperature -30~+55°C  (-22~+131°F)
Dimensions 38mm x 42 mm x 25mm

(1.5 x 1.6 x 1.1 inches)
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Digital Noise Reduction

Slow Shutter Support

Triple Streaming

Cable Included Rear View

1920 (H) ×1080 (V) Resolution

1 / 2.8” Progressive CMOS

3.7mm  H.FOV:  56°  Lens

FEATURES
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