
5MP Smart Doorbell Camera with Full Head to Toe View and Chime Kit
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Smart Detection (Person, Loitering or Package)

Flexible Storage Options (NVR or Micro SD)

Event Activated Night Light

Chime Kit and Wireless Chime Included

Power via PoE, 12-24VDC or 16-24VAC

132° Vertical Field of View Head to Toe

Two Way Talk

FEATURES

1.28” Back View

Mounting Bracket Options

Pre-paired Chime

Chime Kit for
Mechanical Doorbell

5.7”
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SPECIFICATIONS
*CAMERA

Image Sensor 1/2.7" Progressive Scan CMOS

Image Size 1944 × 2592

Electronic Shutter 1/5s ~ 1/200000s

IRIS Type Fixed IRIS

MIN. Illumination 0 lux (white LED ON)

Lens 2.1mm @ F2.0; 
Vertical FOV: 132°, Horizontal FOV: 96°, Diagonal 
FOV: 163°

Lens Mount M8

WDR Yes

BLC Yes

HLC Yes

*IMAGE

Video Compression H.265 / H.264 / MJPEG

H.264 Standard Compression Baseline Profile / Main Profile / High Profile

Bit Rate Type Constant (CBR) / Variable (VBR)

Bit Rate 256Kbps ~ 6Mbps

Resolution 1944 x 2592, 1800 x 2400, 960 x 1280

Main Stream 50/60Hz: 20fps @ 1944 x 2592,1800 x 2400

Sub Stream 50/60Hz: 20fps @ 960 x 1280

Image Setting Saturation, Hue, Brightness, Contrast, Sharpness, 
3DNR

Audio Compression G711A/U

*INTERFACES

Network RJ45 (10/100 Base-T)

Audio Built-In Microphone, Built in Speaker

Reset Button Yes

Storage Micro SD Slot up to 512GB

WiFi 2.4Ghz / 5Ghz WiFi

Doorbell Button Illuminated

Indicator Yes

*FUNCTION

Remote Monitoring IP address filter;complicated password; Authenticated 
user name and password

Application Programming Interface Open Compatibility

Network Protocol IIE10/11, Safari  V12.1 above, Firefox V.52 above,
Google chrome  V.57 above, Edge V.79 above

Interface Protocol Open Compatibility

Intelligent Analytics Human Detection, Package Detection, Loitering 
Detection

General Function Video mask, Motion

White Light Distance 3ft (1m)

IR Distance 9ft (3m)

Weather Resistant IP65

*PHYSICAL

Power 16-24VAC, 12-24VDC, PoE

Max Power Consumption 9.84W

Working Environment Temp: -13~+131°F / Humidity:  less than ≤ 90% 

Dimension (W x H x D) 5.75 x 1.18 x 1.28 inches (146 x 46 x 30mm)  

Weight Approximately 4.1oz (115.3g)

CortexIQ


